Instruction Manual
Gasoline Snow Thrower
Article No. 80 33 58

Dear Customers
Please familiarize yourself with the proper usage of the machine by reading
and following each chapter of this manual, in the order presented. Keep these
operating instructions for further reference.
This operating instruction contains important details for handling the unit.
Please pass it on along with the unit if it is handed over to a third party! Please
read all safety instructions!
These instructions will make it easier for you to handle the unit and help
prevent misunderstandings and possible damage or injury.
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Safety Notes
Please note the included General Safety Notes and the following
safety notes to avoid malfunctions, damage or physical injury:


Please note all warning symbols. The symbols indicate instructions which
are important for safety reasons. Always observe these instructions as
failure to do so could result in serious injury or damage to property or
equipment! Always keep all labels on the snow thrower clean and readable.



Persons with limited physical, sensorial or mental abilities are not allowed
to use the machine, unless they are supervised and briefed for their safety
by a qualified person.



Only use the snow thrower for throwing snow. Do not use the snow
thrower for other purposes it is not designed for.



Carefully read and understand the manual before operating the machine.



Do not leave the running snow thrower unsupervised and keep the
machine out of reach of children and persons in need of supervision.



Do not allow the snow thrower to be operated by children and teenagers
under the age of 18 years. Do not allow the snow thrower to be operated
by persons who have not received adequate instruction.



Please observe the corresponding national regulations governing usage
and noise abatement if you intend to use the machine on streets, paths or
property.



Ensure a safety distance to other persons or animals while operating the
snow thrower. Pay attention not to direct the snow towards persons,
animals or other properties.



Caution: Danger of drawing in! Never place your hands or feet towards or
under rotating parts. Never grasp into the rotating auger (20) and the
discharge chute (15a). Keep clothing (e. g. longs scarf) away from the
rotating auger (20). Do not wear any loose clothing. Do not try to stop
moving parts with your hand or foot.



During operation wear sturdy shoes, safety goggles
and hearing protection.



Always take take not to slip or fall, particularly when
reversing the snow thrower or when steering it.



Always make sure all nuts, bolts or screws are securely tightened in order
to keep the machine in safe operating condition.
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Safety Notes


Do not operate the snow thrower without accessory and safety devices,
e. g. the discharge chute (15a) with hand guard (15b).



Before using the snow thrower, check all parts for damages and do not
use a damaged machine. Make sure all moving parts are working properly.



Only use the snow thrower in daylight or under adequate artificial lighting.



During operation hold the snow thrower tightly with your hands.



Remove all objects and obstacles from the area where the snow thrower is
to be used; otherwise foreign objects will be drawn in. Make sure the area
where the snow thrower is to be used is free from doormats, sleds, toys
etc.



Use extra caution when approaching blind corners, shrubs, trees, fences
or other objects that may obscure vision. Be careful when working close to
window walls, cars etc. Adjust the snow discharge angle accordingly.



Mind the soil conditions and avoid slipping or falling especially when
operating the snow thrower in reverse.



If the snow thrower becomes clogged by an obstacle, immediately release
the actuator lever for the rotating auger and switch off the machine with
the ON/OFF switch.



Secure the snow thrower against rolling away. Do not operate the snow
thrower across to the slope. There is risk of tipping over. Be very careful
when working on slopes. Do not attempt to clear steep slopes.



Keep the engine level when transporting to reduce the possibility of fuel
leakage.



Do not touch the spark plug and the muffler during
operation. There is risk of electric shock and burns.
Do not touch the hot engine or the muffler. There is
risk of burns.



Always use caution when handling fuel. Fuel is highly flammable and can
cause serious injury or property damage.



Only fill unleaded regular or premium petrol in the tank and do not use
stale petrol. Do not use contaminated petrol or oil/gas mixtures. When
adding fuel in the tank make sure dirt and water cannot get into the tank.
Only fill fuel up to the red level indicator in the tank.



Switch off the engine and let it cool down for approx. 2 minutes before
adding fuel. Never add fuel to a running engine.



Keep the snow thrower away from all sources of sparks or flames. Do not
smoke while handling with fuel.
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Safety Notes


Please note that if fuel is accidentally spilled and may be ignited by a
single spark, there is risk of fire. When handling with fuel make sure not to
spill fuel. Wipe up all spills and start the snow thrower at least 3 m away
from the fuelling point.



Keep open flames out of the area where fuel is mixed, poured or stored.
Store fuel in suitable containers.



Do not operate the snow thrower indoors, not even if the location is well
ventilated. Exhaust fumes contain carbon monoxide gas.



Before storing the snow thrower indoors allow the machine to cool down
sufficiently.



Only transport the snow thrower with switched off engine. When cleaning,
not in use or maintaining the snow thrower, switch off the engine and pull
the spark plug cable.



Should the snow thrower become damaged (e. g. by drawing in an
obstacle), do not use the snow thrower and have it repaired by a professional or contact our customer support department. Do not disassemble
the snow thrower or try repairing it yourself.



Some components are subject to wear and deterioration. Frequently check
these components and replace them, when necessary. Only use original
replacement parts.

Symbol Explanation
Please mind the safety notes!
Read the manual!
Attention! Thrown objects!
Warning of rotating parts!
Warning! Rotating Auger!
Wait until all moving parts come to
standstill!
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Assembly
Unpack the snow thrower and the accessories and check all parts for
damage in transit. Do not use the snow thrower if any parts are damaged
or if the snow thrower itself is damaged.
Dispose off packaging material and store it out of reach of children. Plastic
bags may become a deadly toy for small children.

Discharge Chute

Gear Selector

Push Bar

Hand Crank

For mounting the push bar, the gear selector lever, the hand crank and the
discharge chute you will need the below mentioned wrenches:
2 Open end wrenches of the Size 10 and
2 Open end wrenches of the Size 13
Arrange the mounting material (see page 6).
If necessary, ask a second person to assist you.
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Assembly
B

A

D

C

E

J
F

H
I

K

G

L

A
B
C
D
E
F
G
H
I
J
K
L

Description
Machine Screw M6x25 mm
Split Pin
Holding Plates
Plastic Holders
Nut M6
Washers 8 mm
Machine Screws M8x20 mm
Machine Screws M8x40 mm
Washer 10 mm
Self-locking Nuts M6
Machine Screws M6x20 mm
Washers 6 mm
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Qnty.
1x
1x
2x
3x
1x
2x
2x
2x
1x
6x
6x
6x

Assembly
1. Mount the push bar onto the snow thrower.
2. For mounting use the holding plates (C), the screws (H) and (G) and the
washers (F). Secure the screws with the wrenches of the size 13.
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1

C
H
F
G

3. Fit the clutch cables and
tighten the cable tensioners.
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Push Bar

5

Hand Crank

4. Insert one clutch cable with the cable tensioner through the hole in the
gear selector plate.
5. Engage the hook of the other clutch cable into the opening of the push bar
and tighten the clutch cable. Make sure both clutch cables are tensioned
properly. The clutch cables are properly tensioned, if the drive unit and the
rotating auger receive drive power when the actuator levers (13a and 13b)
are pressed down. For fine adjustment of the clutch cables see chapter
”Adjusting the Clutch Cables“ on page” 17.
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Assembly
6. Attach the selector lever through
the gear selector plate and tighten
it.
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7. Use both open end wrenches of the
size 10 in order to tighten the nut
and the machine screws.

7

Selector Lever

A

E

8. Finally tighten the screw (M) by
using the open end wrench of
the size 10.
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M

8

Selector Lever

Assembly
9. Place the discharge chute on the snow thrower. The discharge chute has
to be placed with the opening in direction to the rotating auger.
Discharge Chute

9

Push Bar
Tank
Auger

10. Tighten the discharge
chute by using the
screws (K), the plastic
holders (D), the nuts (J)
and the washers (L).
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K

K
J
11. Use both open end wrenches of the
size 10 to hand tight the machine
screws. Insert the screws from
below. The washers (L) and the
nuts (J) have to be upwards.
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11

K

D
L

Assembly
12. Insert the hand crank into the provided holder.

12

Push
bar

Hand
crank

13. Fix the hand crank with the
washer (I) and the split pin (B).
Insert the split pin into the
opening and bend both ends.

13

B
14. Tighten the holder for the hand
crank by using the open end
wrench of the size 13.

I

14

The snow thrower is now ready
assembled.
Hand
crank
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Operation
Intended Use
Only use the snow thrower for the intended use, for throwing snow from
compacted surfaces such as paths, parking spaces and yards around the
house.
The snow thrower is not suitable to be used on gravel paths, meadow or sand
surfaces.
When using the snow thrower observe the national regulations governing
usage and noise abatement.
The snow thrower is not designed for continuous, professional use.
Filling the Snow Thrower with Engine Oil
1. Fill approx. 0.6 l SAE 10W30 engine
oil into the oil filler neck. For filling
engine oil use the included funnel
and tube.
2. Make sure the oil filler neck is
securely tightened with the screw
cap, which also serves as dipstick.
Oil Filler Neck
Filling the Tank with Fuel
Only fill unleaded regular or premium petrol in the tank. Unleaded petrol
produces fewer engine and spark plug deposits and extends the service life of
the exhaust system.
1. Open the tank cap (7) by turning counter
clockwise. Remove the cap. Carefully fill
unleaded petrol into the tank from a suitable
container. Make sure not to overfill the tank.
Only fill fuel up to the red level indicator in the
tank.
2. Close the tank cap. If fuel is spilled,
immediately wipe off and start the engine at
least 3 m away from the fuel point.
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Operation
Before Operation
Before each operation make sure all
machine screws and nuts are securely
tightened.
Make sure the spark plug cable is securely
fixed on the spark plug.
Spark Plug Cable
Starting the Engine
Before each operation make sure there is enough engine oil and fuel in the
snow thrower.
1. Open the gas cock (10) by turning to the right in direction ON (see bold
red arrow).
2. Pump the primer several times (10 – 15 times) in order to pump fuel in the
carburettor.
3. Move the throttle lever (8) in direction to the rabbit symbol (

).

4. When starting the cold engine for the first time, push the choke (9)
completely to the left (in direction CHOKE).
5. Switch the ON/OFF switch (6) to the position ON.
Primer

Throttle Lever
Choke
Gas Cock
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Operation
6. First pull the recoil starter (5) slowly until a resistance is felt and then
rapidly pull upwards. When releasing the recoil starter make sure it does
not whip back to the housing.
When staring a cold engine for the first time, it might be necessary to pull
the recoil several times, so engine oil and fuel can be evenly distributed.
After starting the engine, push the choke slowly back in position RUN.
Leave the engine to run approx. 1 minute to warm up prior to start snow
throwing.
2-Wheel Drive/Single-Wheel Drive
The snow thrower is delivered from factory with 2-wheel drive. If necessary the
snow thrower can be operated with single-wheel drive. The single-wheel drive
makes is easier to steer the snow thrower.
To change the snow thrower from 2-wheel drive to single-wheel drive, proceed
as follows:
Only change the drive version when the engine is switched off!
1. Remove the safety split pin from the left wheel.
2. Now insert the safety split pin into the outer hole of the axle, so that the
wheel can turn “freely” on the axle.
For reverting back to 2-wheel-drive version, follow the above instructions
in reverse order.
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1
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Operation
Adjusting the Sliding Skids
Before using the snow thrower, check if the
sliding skids (21) are correctly adjusted. The
sliding skids should be adjusted so that the
rotating auger (20) is just above ground level.

21
Adjusting the Discharge Chute
1. Adjust the snow discharge direction with the crank (18) for the discharge
chute. The discharge chute (15a) can be turned up to 90° to the right and
to the left.
2. To adjust the throwing angle, first unscrew the wing screws (16) on the
discharge chute (15a) and adjust the chute deflector (17). The more the
chute deflector (17) is tilted backwards, the wider the snow will be thrown.
Discharge Chute
Left

Chute Deflector

Right

Up

Down

Hint: During wind, tilt the chute deflector as much as possible so the snow will
be thrown close to the ground.
The ejection range may vary between 10 and 15 meters. Keep this in mind if
passengers, vehicles, window walls etc. are within this radius. Make sure not
to throw the snow in direction to persons or sensitive objects as stones may be
catapulted out of the discharge chute. This can cause injuries or damage to
properties.
Hand Guard
Make sure the hand guard (15b) will always snap back in place when you pull
and release lightly.
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Operation
Snow Throwing
Make sure the area to be cleaned is free from obstacles and foreign objects.
1. Push the throttle lever (8) in direction to the RABBIT symbol (if you have
not already done so).
2. Switch to the 1st gear.
3. Press down the actuator
lever (13b) in direction to
the push bar (14) in order to
start the rotating auger.
4. Now press down the
actuator lever (13a) in order
to start the drive unit.
Hold the actuator levers and the push bar firmly with both hands. Attention! When pressing down the actuator lever (13a) the snow thrower will
immediately start running.
Keep persons, animals, objects etc. away from the rotating auger!
5. For stopping the snow thrower release both actuator levers.
The snow thrower is equipped with five forward gears and 2 reverse
gears. Always start with 1st gear and adjust the speed depending on the
quantity of snow.
Make sure not to overload the capacity of the engine by trying to clean the
snow too fast from the path. Please note most efficient snow throwing is
accomplished when the snow is removed immediately after it falls.
Whenever possible, try to discharge the snow down wind direction. The
max. working width is 560 mm and the max. snow layer that can be
cleaned is 510 mm. The ejection range may vary between 10 and 15
meters.
When removing wet packed snow, move the snow thrower in the 1st gear
slowly forth and back into the wet snow. Make sure the wet packed snow
does not cause the rotating auger to slow down or the discharge chute to
become clogged. If you intend to removing snow of greater depth or
snowdrifts, use the same back and forth moving technique.
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Operation
Switching OFF the Engine
To avoid start-up problems and damage to the engine due
to humidity, allow the engine to run for approx. one minute
before switching off.
1. Release the actuator levers (13a and 13b) and push
the throttle lever in direction to the turtle icon (
).
2. Allow the engine to run for a minute in this position and
switch OFF the engine with the ON/OFF switch.
Cleaning the clogged Discharge Chute
1. Release the actuator levers (13a and 13b) and switch off the engine with
the ON/OFF switch (6).
2. Wait until the rotating parts
come to standstill.
3. When cleaning the discharge
chute
always
use
the
included cleaning shovel or
another suitable cleaning tool
(wooden stick).
Never insert your hand into
the discharge chute.
4. For storing the cleaning shovel always ready available, use the provided
holders at the rear side of the rotating auger cover.
Blocked Rotating Auger – Shear Bolts
The rotating auger is secured on the drive shaft with shear bolts. If
the rotating auger hits a hard object or becomes blocked by a hard
object, the shear bolts will tear off in order to protect the snow
thrower from major damages.
Never replace the shear bolts with normal bolts. Enclosed in
delivery you will find 4 spare pins and R-clips. If the shear bolts are
broken, temporary use the spare pins and R-clips in order to be able
to continue snow throwing. Replace the shear bolts by original bolts.
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Operation
Adjusting the Clutch Cables
For operating the drive unit and the
rotating auger it should be possible to
push the actuator levers (13a and 13b)
up to the push bar without requiring
much effort. If the clutch cables are
tightly tensioned, you have to extend
them a little bit.
1. Loosen the cable tensioner,
extend the screw connector and
then re-tighten the cable tensioner.
2. If the power of the drive unit
decreases or the rotating auger
will not rotate, the clutch cable
length has to be reduced.
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Cable
Tensioner

Cleaning
Cleaning the Snow Thrower after each Use


After each use remove dirt with a suitable tool, preferably a hand broom.
Clean the housing from salt and chemicals by carefully pouring warm
water. Thoroughly dry the snow thrower.



Clean the discharge chute with warm water.



Wipe the engine of the snow thrower with a lightly wet cloth or a hand
broom with soft bristles.
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Maintenance
Maintenance
Switch off the engine prior to maintain the snow thrower. Always allow the
snow thrower to cool down sufficiently. Please mind that the engine, the
muffler and other parts are still hot. There is risk of burns.


Check the engine oil level before each use.



Check the fuel level before using the machine again.



Preferably replace the engine oil after approx. 20 hours of operation.



Clean resp. replace the air filter after approx. 50 hours of operation.



Inspect the spark plug after approx. 20 hours of operation. If necessary,
clean the spark plug with a copper wire brush. Replace the spark plug
after approx. 50 hours of operation.

Oil Level Check and Changing the Oil
Only check the oil level by switched
off engine and make sure the snow
thrower is standing horizontally.
1. Turn
the
dipstick
counter
clockwise and remove from the
oil filler neck. Clean the dipstick
and insert into the oil filler neck
(do not screw in!).

H (high)

L (low)

2. Remove the dipstick again and
check the oil level. If the oil level
is up to

Oil Filler Neck

H, the amount of oil is enough
L, the amount of oil is too less.
3. For changing the oil first unscrew the oil
drain bolt by using the wrench of the size 10
and turn it counter clockwise. Remove the
dipstick from the oil filler neck.
Wait until the engine oil has drained out into
a suitable tub. Preferably change the oil
when the engine is still warm (not hot), as
warm engine oil can drain quickly and
completely from the machine.
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Oil Drain Bolt

Maintenance
Attention! Dispose off used engine oil environmentally friendly.
4. Re-tighten the oil drain bolt and fill engine oil again into the machine. Do
not fill more than up to the H marking. Tighten the oil tank with the dipstick.
Hint: The engine is equipped with two
oil filler necks and two oil drain bolts.
The parts are situated at the opposite
sides of the oil pan.
For changing oil, first unscrew one oil
drain bolt and afterwards remove both
dipsticks from the oil filler necks. By
doing this, oil bleeding can be
performed easily as the oil will drain
more quickly.

Oil Drain Bolt
Oil Filler Neck

Oil Alert System
The Oil Alert System will stop the engine before the oil level falls below the
safe limit. In this case it will not be possible to start the engine, or it will cut-out
automatically after a short running time. Starting the engine again will only be
possible after re-filling the oil tank.
Cleaning/replacing the Spark Plug
1. Pull the spark plug cable.
2. Unscrew the spark plug with the included
spark plug wrench. Remove the carbon
from the electrodes with a copper wire
brush.
3. Inspect the electrodes with a suitable
gauge. The distance has to be 0.6 mm.
4. First screw the spark plug, by hand, and
finally tighten with the spark plug wrench.
5. Plug the spark plug cable onto the spark
plug. Make sure not to overtighten the
spark plug, to avoid cross-threading.
Only use sparks plugs of the type F7TC.
Using an incorrect spark plug can cause
engine damage.
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Maintenance
Air Filter Cleaning
A dirty air filter will restrict air flow to the carburettor which leads to reduced
engine performance. Clean the air filter frequently.
Operating the engine with a very soiled or damaged air filter assembly, will
allow dirt to enter the engine and this will cause rapid engine wear.
1. Close the gas cock (10) by turning
completely to the left. Loosen the first
wing nut from the air filter cover and
remove the cover.
2. Unscrew the next wing nut and remove
the air filter assembly. The air filter
assembly consists of the paper filter and
the foam filter element. Remove the foam
filter element from the paper filter. When
the paper filter is lightly soiled tap the
filter carefully on a flat, hard surface. Or
blow compressed air through the paper filter from the inside. If the paper
filter is heavily soiled, replace it.
3. Clean the foam filter element with warm water and mild detergent. Allow
the foam filter element to dry completely before using again.
4. Dip the foam filter element in clean engine oil and squeeze out excess oil
(do not wring out!). If too much oil is left in the foam filter element, the
engine will smoke during next operation.
5. Reattach the filter assembly in reverse order.
Cleaning the Sediment Cup
Attention! Petrol is highly flammable and
explosive. Be very careful when handling with
petrol.
1. Close the gas cock (10) by pushing
completely to the left.
2. Unscrew the sediment cup and remove the
O-ring.
3. Wash both parts thoroughly in nonflammable
solvent
and
dry
them
thoroughly. Reattach the sediment cup and
the O-ring in reverse order.
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Sediment Cup

Maintenance
4. Open the gas cock and fill a little bit fuel into the tank in order to check for
leaks. If fuel is leaking, replace the O-ring.
Draining the Fuel Tank
1. Close the gas cock (10).
2. Place a large container with funnel below
the carburettor in order to collect the fuel.
3. Unscrew the carburettor drain bolt and
the washer.
4. Unscrew the sediment cup and the Oring.
5. Now open the gas cock (10).
6. Wait until all fuel has drained into the
container. Reinstall the carburettor drain
bolt and the sediment cup in reverse
order and tighten all parts securely.

Carburettor
Carburettor Drain Bolt
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Cleaning and Storing
Cleaning and Storing
If you intend to store the snow thrower for long time, proceed as follows:
1. Close the gas cock (10). Fill the fuel tank with petrol.
2. Start the engine. Now close the gas cock! Wait until the engine comes to
a stop. By doing this, all fuel will be combusted from the lines and the
carburettor. This will prevent the nozzles from gumming and resinfication
during storage time.
3. Add a fuel stabilizer in order to keep the fuel fresh for the long time
storage. Follow the manufacturer’s instructions when adding fuel stabilizer.
Please note that a full tank will avoid corrosion due to condensation to the
inner wall of the fuel tank.
4. Drain the old oil from the oil tank. Fill the oil tank with fresh engine oil up to
the H marking.
5. Remove the spark plug and fill one teaspoon clean engine oil into the
cylinder opening. Slowly pull the recoil starter (5) several times in order to
distribute the oil evenly. Reattach the spark plug on the cylinder. Finally
pull the recoil starter once more until a resistance is felt. Now, both valves
(inlet valve and outlet valve) are closed. In this position the engine is
protected against corrosion.
6. Thoroughly clean the housing of the snow thrower with a hand broom or a
cloth. Lightly oil all metal parts with oil to protect them from rust.


Store the snow thrower in dry location and protect the machine from dust
and dirt. Select a storage location that is well ventilated.



If desired, jack up the snow thrower so the tyres will not touch the ground.



Check the tyre pressure from time to time. The tyre pressure has to be 1
bar.



When covering the snow thrower during storage, do not use a plastic
tarpaulin, it will trap moisture around the engine. Preferably cover the
machine with a gunnysack or similar.



Some components are subject to wear and deterioration. Frequently check
these components and replace them, when necessary. Only use original
replacement parts.
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Troubleshooting
Fault

Cause

Solution

Engine does
not start

1) ON/OFF switch is in position
OFF
2) Gas cock is closed
3) No oil (Oil Alert System)
4) No fuel
5) No spark on the spark plug

1) Set ON/OFF switch to ON
2) Open gas cock
3) Refill oil
4) Fill fuel
5) If necessary clean or
replace spark plug

Engine cannot
be started or
switch off after
some time

1) No fuel
2) No spark on the spark plug
3) No oil (Oil Alert System)
4) Throttle lever is in wrong
position
5) Gas cock is closed
6) Choke in wrong position

Engine vibrates
and does not
run smoothly

1) Screws are loosened

1) Fill fuel
2) If necessary clean or
replace spark plug
3) Refill oil
4) Change position of throttle
lever
5) Open gas cock
6) Push choke lightly forth or
back
1) Tighten the screws

Engine slows
down

1) Air filter is clogged or dirty
2) Overload
3) Carbon debris on the spark
plug

1) Clean filter
2) Reduce load
3) Clean the spark plug

Rotating auger
does not rotate

1) Tension of clutch cable is
not adjusted correctly
2) Shear Bolts are broken

1) Adjust tension of the
clutch cable and fix with the
cable tensioner
2) Replace shear bolts

Snow is not
thrown out

1) Discharge chute is blocked
2) Rotating auger is clogged

1) Remove obstruction with
suitable tool
2) Clean the rotating auger
and remove foreign objects
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Maintenancle Cycles
Before
each Use
Check the
engine oil

After approx.
20 hours of
operation

After approx.
50 hours of
operation

x

Change the
engine oil

x
x

Check the air
filter
Clean the air
filter

x
x

Clean the petrol
filter
Visual
Inspection
Check resp.
Clean the spark
plug

After approx.
100 hours of
operation

x
x
x

Replace the
spark plug

x

Maintenance Work (carried out by an authorized dealer)
After an operating period of appox. 300 hours the below mentioned
maintenance work has to be carried out:
 Changing the filter element,
 checking the carburettor,
 cleaning the cylinder head,
 setting the valve clearance.
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Technical Data
Max. Power

4.1kW / 5.5 PS / 4 km/h

Engine Working Speed

3000 rpm

Rotating Auger Speed

125 rpm

Cylinder Capacity

163 ccm

Engine Type

One Cylinder 4 Stroke

Engine Oil Capacity

0.6 l

Engine Oil Type

10W30

Fuel Type

Regular/Premium unleaded Petrol

Tank Capacity

3.6 l

Spark Plug Type

F7TC

Spark Plug Electrode Gap

0.6 mm

Start System

Recoil Starter

Max. Working Width

560 mm

Max. Working Thickness

510 mm

Ejection Range

10 – 15 m

Chute Horizontal Adjustment

2 x 90° infinitely

Chute Vertical Adjustment

95°

Max. Area Coverage

1400 m2/h

Max. Volume Coverage

350 m3/h

Ø Rotating Auger approx.

300 mm

Sound Power Level

105 dB(A)

Sound Pressure Level

83 dB(A)

Weight approx.

75 kg

Tyre Pressure

approx. 1 bar

Dimensions L x W x H

620 x 900 x 680 mm

Vibration

4.6 m/s2
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EC-Declaration of Conformity
We, the

Westfalia Werkzeugcompany,
Werkzeugstraße 1, D-58093 Hagen,
declare on own responsibility that the product
Gasoline Snow Thrower
Article No. 80 33 58
complies with the basic requirements defined in the European Directives
2004/108/EC
Electromagnetic Compatibility (EMC)
2006/42/EC
Machinery
2000/14/EC
Outdoor Directive (105 dB LWA)
97/68/EC
Emission Directive
and amendments there of.
The following documents were applied to evaluate conformity:
EN 55012:2007+A1, EN 61000-6-1:2007
ISO 8437 AMD 1:1997, ZEK 01.2-08/12.08

e1*97/68SN3-IIA*2004/26*0288*01
Hagen, July 25th, 2011
(Thomas Klingbeil, QA Representative)
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Kundenbetreuung | Customer Service
Deutschland
Westfalia
Werkzeugstraße 1
D-58093 Hagen
Telefon: (0180) 5 30 31 32
Telefax: (0180) 5 30 31 30

Österreich
Westfalia
Moosham 31
A-4943 Geinberg OÖ
Telefon: (07723) 4 27 59 54
Telefax: (07723) 4 27 59 23

Internet: www.westfalia.de

Internet: www.westfalia-versand.at

Schweiz
Westfalia
Utzenstorfstraße 39
CH-3425 Koppigen
Telefon: (034) 4 13 80 00
Telefax: (034) 4 13 80 01
Internet: www.westfalia-versand.ch

UK
Westfalia
Freepost RSBS-HXGG-ZJSC
8 Fairfax Road, N. Abbot TQ12 6UD
Phone: (0844) 5 57 50 70
Fax:
(0870) 0 66 41 48
Internet: www.westfalia.net

Entsorgung | Disposal
Werter Kunde,
bitte helfen Sie mit, Abfall zu vermeiden.
Sollten Sie sich einmal von diesem Artikel trennen wollen, so bedenken Sie
bitte, dass viele seiner Komponenten aus wertvollen Rohstoffen bestehen und
wiederverwertet werden können.
Entsorgen Sie ihn daher nicht in die Mülltonne, sondern führen Sie ihn bitte
Ihrer Sammelstelle für Wertstoffe zu.
Dear Customer,
Please help avoid waste materials.
If, at some point, you intend to dispose of this article, please bear in mind that
many of its components consist of useful materials which can be recycled.
For this reason, please do not throw it in the rubbish bin, but check with your
local council for recycling facilities in your area.

Gestaltung urheberrechtlich geschützt
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